ie 


A. R. B. N O TFT ICE 


No. 23 


Issue 1. 


Ist December, 1966. 


CIRRUS ENGINES (CONTROLS) 


A case is on record of a ball joint becoming detached from 
a spring loaded socket on ball and socket joint type EA.767/3, 
resulting in complete loss of power during flight. 


The subsequent investigation revealed that it was possible 
for the ball joint to become detached when the adjusting pad 
was tightened up and then slackened off to the extent of 4 to ? of 
a turn. It -was also shown that it was possible for the control 
rod to be screwed into the socket to such an extent as positively 
to lock the ball between the concave pads. 


All aircraft fitted with Cirrus Minor or Cirrus Major 
engines must be inspected as follows after each fifty~ hours? 
flying :— 


3.1 Inspect all ball and socket joints type EA.767/3 and ensure 
that there is at least +; in. clearance between the socket and 
the lever arm to which the threaded portion of the ball joint 
is attached. . 


3.2 Ensure that the control rods do not foul any adjacent 
structure or mechanism throughout their full range of move- 
ment. 


3.3 Ensure that the screwed end of the control rod is in safety 
in the socket, but does not protrude into the socket housing. 


3.4 Ensure that the spring behind the inner concave pad in the 
socket is serviceable. 


3.5 With the controls assembled, screw up the adjusting pad 
in each socket until the ball joint is clamped tight, then slacken 
off until the next split pin hole in the socket is in line with the 


] 


slot in the adjustment pad. Under no circumstances should 
the adjustment pad be slackened more than } of a turn. Lock 
in the approved manner with 4 in. split pin. 


4 Cancellation This Notice cancels Notice to Licensed 
Aircraft Engineers and to Owners of Civil Aircraft No. 23, 
Issue 1, dated 24th December, 1947. 


By Order of the Board, 


YlyWhetwan, 


Secretary. 


Air Registration Board, 
Brabazon House, 
Redhill, 
Surrey. 





